
WHERE TO USE

Mapei Tile Spacer is a range of spacers to be used when installing ceramic and stone tiles of various sizes,
thicknesses and formats, on �oors and on walls.

They are designed to help users during tile installation, to form perfectly straight, uniform grout joints and
create evenly tiled surfaces.
Mapei Tile Spacers are available in various sizes and shapes to suit any type of ceramic and stone tile and

different installation patterns:

▪  X-shaped spacers for straight patterns;

▪  T-shaped spacers for running/staggered patterns;

▪  Y-shaped spacers for hexagonal tiles;

▪  wedge spacers to rectify and level-off small lippage when installing ceramic and stone tiles.

Mapei Tile Spacers can also be used in conjunction with Mapei tile levelling systems from the MapeLevel

range, making it much simpler to install perfectly at, accurate and even tiling on �oors and walls.

TECHNICAL CHARACTERISTICS

The Mapei Tile Spacer range consists of different shaped spacers made from regenerated plastic and
available in various thicknesses:

▪  Mapei Tile Spacer X: X-shaped spacers, available in sizes 1 – 1.5 - 2 – 2.5 - 3 - 4 - 5 - 6 - 7 - 10 mm;

▪  Mapei Tile Spacer T: T-shaped spacers, available in sizes 1 – 1.5 - 2 – 2.5 - 3 - 4 - 5 - 6 - 7 - 10 mm;

▪  Mapei Tile Spacer Y: Y-shaped spacers, available in sizes 2 and 3 mm;

▪  Mapei Tile Spacer Wedge S: wedge spacers from 0 to 5 mm.

ADVANTAGES

Mapei Tile Spacer is a complete range developed and designed to meet the requirements of a wide variety of
tiling situations. Ten different thicknesses (for grout joints from 1 to 10 mm wide) and several different models

to adapt to various tiling patterns and to different tile formats.
Mapei Tile Spacers are made from regenerated plastic, to promote eco-sustainability and help safeguard the
environment.
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APPLICATION PROCEDURE

Position Mapei Tile Spacers at the corners of the tiles, according to the required tiling pattern and speci�c
operational needs.

PACKAGING

Product Size (mm) Packaging

Mapei Tile Spacer X 1 Boxes 30 bags of 200 pics.

Mapei Tile Spacer X 1.5 Boxes 30 bags of 200 pics.

Mapei Tile Spacer X 2 Boxes 30 bags of 200 pics.

Mapei Tile Spacer X 2.5 Boxes 30 bags of 200 pics.

Mapei Tile Spacer X 3 Boxes 25 bags of 200 pics.

Mapei Tile Spacer X 4 Boxes 20 bags of 200 pics.

Mapei Tile Spacer X 5 Boxes 20 bags of 200 pics.

Mapei Tile Spacer X 6 Boxes 20 bags of 200 pics.

Mapei Tile Spacer X 7 Boxes 12 bags of 200 pics.

Mapei Tile Spacer X 10 Boxes 10 bags of 200 pics.

Mapei Tile Spacer T 1 Boxes 45 bags of 200 pics.

Mapei Tile Spacer T 1.5 Boxes 45 bags of 200 pics.

Mapei Tile Spacer T 2 Boxes 35 bags of 200 pics.

Mapei Tile Spacer T 2.5 Boxes 35 bags of 200 pics.

Mapei Tile Spacer T 3 Boxes 30 bags of 200 pics.

Mapei Tile Spacer T 4 Boxes 30 bags of 200 pics.

Mapei Tile Spacer T 5 Boxes 25 bags of 200 pics.

Mapei Tile Spacer T 6 Boxes 25 bags of 200 pics.

Mapei Tile Spacer T 7 Boxes 20 bags of 200 pics.

Mapei Tile Spacer T 10 Boxes 15 bags of 200 pics.

Mapei Tile Spacer Y 2 Boxes 35 bags of 200 pics.



Mapei Tile Spacer Y 3 Boxes 35 bags of 200 pics.

Mapei Tile Spacer Wedge S 0-5 Boxes 40 bags of 200 pics.

SAFETY INSTRUCTIONS FOR PREPARATION AND APPLICATION

Mapei Tile Spacer is an article and referring to the current European regulations (Reg. 1906/2007/CE - REACH)
does not require the preparation of the Safety Data Sheet. During use, it is recommended to wear gloves and
goggles and follow the safety requirements of the workplace.

PRODUCT FOR PROFESSIONAL USE.

WARNING

Although the technical details and recommendations contained in this product data sheet correspond to the

best of our knowledge and experience, all the above information must, in every case, be taken as merely

indicative and subject to con�rmation after long-term practical application; for this reason, anyone who

intends to use the product must ensure beforehand that it is suitable for the envisaged application.

Please refer to the current version of the Technical Data Sheet, available from our website

www.mapei.com

LEGAL NOTICE

The contents of this Technical Data Sheet ("TDS") may be copied into another project-related document,

but the resulting document shall not supplement or replace requirements per the TDS in force at the

time of the MAPEI product installation.

The most up-to-date TDS can be downloaded from our website www.mapei.com.

ANY ALTERATION TO THE WORDING OR REQUIREMENTS CONTAINED OR DERIVED FROM THIS TDS

EXCLUDES THE RESPONSIBILITY OF MAPEI.
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. Any reproduction of texts, photos and illustrations published here is prohibited and subject to
prosecution

.


